Introduction
The development of supramolecular chemistry by Pedersen, Cram, and Lehn in the 1960s brought forth the growth of a new research field called chemical sensors or chemosensors. These are molecules having receptor or host units devoted to providing information about the chemical composition of its environment through selective interaction with target molecules (guest molecules). The chemical sensors are usually organic or organometallic low-mass molecules with a number of drawbacks: They are generally water insoluble, exhibit moderate to low light and thermal stability, and tend to migrate when they are dispersed in physical supports.
Polymer-based chemistry has led to a completely new family of sensory materials and devices employing polymers which present the ability to show a response when they are in contact with a target species. The selective interaction that gives rise to the response relay on the recognition of the target species, or guest analyte, by the receptor motifs of the polymer, and it must be followed by a transduction process originating an easily measurable change [1] [2] [3] . In addition, polymeric sensors can be easily manufactured into different shapes such as micro/fibers, films, beads, coatings, wires, etc. For this reason, they are currently used in many applications [4] [5] [6] [7] .
Although the number of polymeric materials with sensory properties are continuously evolving, we can highlight, for example, molecularly imprinted polymers, polymeric nanocomposites and hybrid polymers, acrylic polymers, conjugated or conductive polymers, polymers with chiral motifs or sensor arrays based on a set of polymers [8] [9] [10] [11] [12] .
In parallel, the number of target analytes which can be detected and quantified has grown exponentially. We can point out, for example, the detection of metallic cations and anions [13] , gases and volatile organic compounds (VOCs) [14] , a fundamental research line devoted to the detection of explosives and chemical warfare agents [15, 16] and the detection of target species in new and interesting biological and biomedical applications [17, 18] .
The Special Issue
This special issue is focused in the last advancements of polymer-based chemical sensors, offering a very interesting platform in which the last developments in the quick-evolving field of polymeric sensors can be found. A total number of seven contributions show the main research lines, pointing out future perspectives and also the associated problems to overcome in the next years. We proceed now to describe the main results derived from these research works.
Petrov et al. [19] present different theoretical studies of the interaction of molecules of several gaseous pollutants with polyacrylonitrile (PAN) surface in the presence of a water and/or oxygen molecule, using quantum chemical calculations and molecular modeling. The results conclude that PAN in atmospheric air in the presence of oxygen molecules is sensitive to different target species, such as carbon oxide (IV), sulfur (IV) oxide, chlorine, hydrogen sulfide and carbon oxide (II). Also, it was observed that, theoretically, the presence of water molecules in the polluted atmosphere does not affect the gas sensitivity of PAN films.
The second contribution is presented by Ali et al. [20] . The work investigates the possible chemical changes in polydimethylsiloxane (PDMS) caused by two different techniques of fabrication for ultra-sensitive electric field optical sensors. The authors developed an optical sensing device consisting in a micro-sphere made from 60:1 PDMS (60 parts base silicon elastomer to one part polymer curing agent by volume), performing detection measurements based on the morphology-dependent resonances (MDR) shifts of the micro-sphere, analyzing also the influence of curing and poling of polymer micro-spheres used as optical sensors.
Ziegler et al. [21] describe biochar-based humidity sensors, prepared by drop-coating technique. Polyvinylpyrrolidone (PVP) was employed as an organic binder to improve the adhesion of the sensing material onto ceramic substrates having platinum electrodes. The performance of the sensory devices is tested at varying relative humidities (RH) at room temperature, showing variations up to two orders of magnitude in the measured impedance. Also, the authors present a reasonably fast response and recovery times (in the order of 1 min).
The fourth contribution is presented by Sachan et al. [22] , studying nanocomposite-based quantum resistive vapour sensors (vQRS), developed from the assembly of hybrid copolymers of polyhedral oligomeric silsesquioxane (POSS) and poly(methyl methacrylate) (PMMA) or poly(styrene) (PS) with carbon nanotubes (CNT). These novels transducers are employed to detect sub-ppm concentrations of ammonia and formaldehyde at room temperature despite the presence of humidity. Detection limits values are around 300 ppb of formaldehyde and 500 ppb of ammonia with a sufficiently good signal to noise ratio (SNR > 10) and quick response times (below 5 s). These devices could be potentially used in applications of POSS-based vQRS for air quality or volatolome monitoring, for example.
Reglero Ruiz et al. [23] present a complete review listing the most recent developments concerning the application of sensory polymers in the detection and quantification of different target species. The review describes the main polymers employed as sensory polymers, including, for example, conducting polymers, acrylate-based polymers and polymer nanocomposites, the different mechanisms of detection and the target species, such as metal cations and anions, explosives, and biological and biomedical substances, ending with the advancements concerning the fabrication of micro and nano sensory devices based on smart polymers.
Si et al. [24] describe the monitoring of the concentrations of various neurotransmitters, which are of great importance in studying and diagnosing serious mental disorders such as Parkinson's disease, schizophrenia, and Alzheimer's disease. The review is focused in different aspects of this research field. First, the analysis of the common materials used for developing neurotransmitter sensors is discussed. Secondly, several sensor surface modification approaches to enhance sensing performance are reviewed. To conclude, the recent developments in the simultaneous detection capability of multiple neurotransmitters is presented. The review also remarks the main challenges for in vivo electrochemical neurotransmitter sensors, which are their limited target selectivity, large background signal and noise, and device fouling and degradation over time.
The last contribution to the Special Issue is presented by Cinti. [25] The author presents the last advances in design of selective interfaces and printed technology, which led to the improvement of the electro analysis detection methods. In this sense, the main advantage in electroanalytical field is the possibility to manufacture and customize plenty of different sensing platforms, thus avoiding expensive equipment, hiring skilled personnel, and expending economic effort. The review provides an overview of the technical procedures that are used in order to establish polymer effectiveness in printed-based electroanalytical methods, pointing out special attention to the development of electroanalytical sensors and biosensors, in which the role of polymer-based materials is becoming essential.
The contributions published in this Special Issue collect key information combined to the last advancements in this quick evolving research field, providing both the key ideas and recent applications of polymer-based chemical sensors, and we hope that they will be of great interest to the readers of Chemosensors.
